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Customize your BARRACUDA Kit 
In addition to our 4 preconfigured kits, namely Dental, Basic, Pro & Premium kits, as shown on our webstore, the Barracuda can be custom 
configured according to your own needs.  Once we receive your request we will send you a quote via email.  

Name: _______________________________________________________________________________________________________  

Facility/Company: _____________________________________________________________________________________________  

Phone: _______________________________________________  Fax: ________________________________________________  

e-mail:_______________________________________________________________________________________________________  

1 - Mark below the MPD (Multi-Purpose Detector) function(s) that you need: 
 R/F and Dental/Panoramic   Mammography   CT Note: CT dose requires a specific CT ion chamber 

2 - Please indicate if you require high speed sampling for capturing waveforms (requires XRW software) 
 Not required  32 ms @ 500 kHz  128 ms @ 500 kHz  512 ms @ 500 kHz 

Note1: Specified storage times are for 500 kHz sampling rate and storage of two signals, for example kVp and radiation waveform. The 
selections above only affect the waveform memory size. This memory can be increased at any time. The unit does not need to be returned 
for this upgrade.  Note 2: The high speed sampling will be available in 2005. It will be a free software upgrade if you have the hardware. 

3 - Please indicate if you require high speed sampling for external signals (for example mA waveform, dose rate signal, etc.)  
 I want to capture external signals  

Note 3: Capture of external signals will be available later in 2005. It will be a free software upgrade if you have the hardware.  

4 - Indicate if you require additional dose detector  
 R100 with Cal A for low dose rate to image intensifier (<200 nGy/s) applications 
 Scatter Ion Chamber for measuring x-ray scatter, 400 cm3 
 Magna 1cc Ion chamber   Cal B – Radiography  Cal D - Mammography 
 Use my own ionization chamber:     with BNT connector    with TNT connector   with BNC/Banana connector 

5 - Indicate if you require additional CT accessories  
 10 cm CT ionization chamber 
 Use my own ionization chamber:     with BNT connector    with TNT connector   with BNC/Banana connector 

 CT Head Phantom  CT Head & Body Phantom   Case 

6 - Indicate if you require mAs probes  
 MAS-1: Invasive (0.1 mA - 2 A)  MAS-2B: Non-invasive (10 mA - 2 A)  MAS-3: Non-invasive (0.1 mA - 2 A) 

7 - Indicate if you require a light detector  
 L100:   Adapter for illuminance (monitor, viewing box...)   Adapter for luminance (ambient light) 

8 - Select a stand/holder configuration  
 MPD Holder & HVL Stand with support for 33 x 33 mm filters (Standard)  HVL filter kit 33x33 mm 
 MPD Holder & HVL Stand with support for 100 x 100 mm filters   HVL filter kit 100 x 100 mm 
 MPD Holder for panoramic dental (OPG)     Al filters 2 pcs. 10 x 33 x 33 mm 
 No MPD or HVL Stand   

Select one or both software options and their configurations  

  XRW Software 
 XR 2002 for PC/Windows 95/98/Me/2000/NT4/XP 
 I need to upgrade from “oRTIgo for DOS”  
 I need to upgrade from ver 2.x XRW  
 I need to upgrade from ver 3.x XRW 

Choose type of interface cable: 
 Wireless Bluetooth USB adapter  
 RS-232 interface cable (8m)  
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